I

Numero
do
modelo

PHS 5
R/L H.

PHS 6
R/L H.

PHS
8F R/L
H.

PHS 8
R/L H.

PHS
10F
R/L H.

PHS
10 R/L
H.

PHS
12F
R/L H.

PHS
12 R/L
H.

PHS
14F
R/L H.

PHS
14 R/L
H.

PHS
16F
R/L H.

PHS
16 R/L
H.

PHS
18 R/L
H.

PHS
20 R/L
H.

PHS
22 R/L
H.

PHS
25 R/L
H.

B

10

10

12

12

14

14

16

16

18

20

22

25

12

12

14

14

16

16

23

25

28

31

(]

7.7

8.9

10.4

10.4

12.9

12.9

15.4

15.4

16,8

16.8

19.3

19.3

21.8

24.3

25.8

29.6

H

11

11

14

14

15

15

17

18

20

22

Dimensoes Principais (Mm)

D

16

18

22

22

26

26

30

30

34

38

38

42

56

F

27

30

36

36

43

43

50

50

57

57

64

64

71

77

84

94

K

11

13

16

16

19

19

22

22

25

25

27

27

31

34

37

42

PHS Series

J
9

10

12.5

12.5

15

15

17.5

17.5

20

20

22

22

25

27.5

30

33.5

I

eu A/F UMA Linha M

4

6.5

6.5

10

10

12

12

9

11

14

14

17

17

19

19

21

21

22

22

27

30

32

48

12

14

17

17

21

21

24

24

27

27

33

33

36

40

43

48

5X0.8

6X1.0

8X1.0

8X1.25

10X1.25

10X1.5

12X1.25

12X1.75

14X1.5

14X2.0

16X1.5

16X2.0

18X1.5

20X1.5

22X1.5

24X2.0

Permissao
do Anjo
a

13

13

13

13

13

13

13

13

15

15

15

15

15

15

15

15

Carga
estatica

Radial Anjo

5.7

11.6

11.6

14.5

14.5

17

17

24

24

28.5

28.5

35

40

52

60

1.5

3.5

3.5

4.8

4.8

6.5

6.5

8.2

8.2

10

10

12.5

15

18

23

Peso
(9)
18

27

46

46

78

78

115

115

170

170

230

230

320

420

540

750
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PHS Series

PHS
30R/L | 30 | 37 |34.8 |26 67| 110 | 50 | 40 | 15 | 56 | 56 | 30X2.0 15 81 30 | 1130
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